ASW Scheme with single-colour uppers
Dumbarton variation

The Extra Dark Sea Grey of this scheme
may have faded to approximate Dark

(depicted) or Medium Sea Grey by the
early-mid 1944 period.

See our ADD72¢107-1
Instructions (enclosed if the
Full Set was purchased) for all
National Markings placements,

including fin flashes, fuselage
roundels, and wing roundels on
this aircraft. Camouflage
scheme notes are also provided
in those instructions.

Dumbarton-built Short Sunderland GR.III EK591 as aircraft 20U of 422 Squadron RCAF, RAF
Coastal Command, Castle Archdale, Ireland early-mid 1944. This aircraft is very nicely covered by a
series of photos taken in the early months of 1944, before the “2” codes (a Coastal Command system
representing the squadron as one of a number based at any given station) reverted to the standard 2-
letter RAF squadron code. (“DG” in the case of 422 Squadron). On 10 March 1944 (while based
down the road from Castle Archdale at St. Angelo) Warrant Officer 2 Class W.F. Morton and crew,
sank U-625, while on W/O Morton’s first operational mission as an aircraft commander.

EK591 details include:

e ASV.II radar installed, featuring antenna arrays under the wings, atop the cockpit and rear fuse-
lage, and flanking the rear fuselage.

¢ According to the combat report for the mission on which U-625 was sunk, the early (single Vickers
.303 equipped) nose turret was installed. Though interestingly, when the above-mentioned photo
series was snapped, this turret appears to have been replaced by a simple opaque fairing similar to
that seen on some BOAC and post-war transport-tasked Sunderlands, which appears to have had the
same simple domed outline as the early turret. The reason behind its presence on EK591 is unknown.
One possibility is that the aircraft was undergoing some sort of service test or retrofit.

e Fixed, pilot-fired four-gun armament installed in the nose. When compared to later aircraft, the
muzzle troughs appear to have slightly different shape. It is not known if these were installed at the
Service reception MU immediately ex-factory, or as a retrofit while on Squadron service.

e The combat report also notes that this aircraft was one of those modified to carry Browning .50cal
M2s, which were to be deployed on simple pintle mounts in the galley hatches (just “downstairs”
from the cockpit just above the step in the hull). From a model builder’s point of view this detail may
be considered as merely academic given that the guns were usually stowed, to be mounted in the
opened hatch only when engaging the enemy. Whether 2¢U carried one or two of these galley guns is
not certain at the time of writing (October 2024).

® Bomb doors on all aircraft in this serial range were “three holers.”

mﬂlﬂﬂﬂv Coastal Command Sunderlands ADD72004-1
Sunderland 11l EK591 as 2¢U of 422 Squadron, RCAF

based at RAF Station Castle Archdale & St. Angelo, Ireland in early 1944
Flown by W/0 W.F. Morton & crew against U-625 (sunk) on 10 March 1944

Variations / combinations available

Full Set, includes all individual aircraft markings & ADD72¢107-1 (RAF
Sunderland National Markings, 1942 to early 1945) in the same package.

ADDT72004-1

ADD72004-1x

Basic Set, includes all individ

ual aircraft markings, but not the National

Markings set ADD72cl07-1 (for model makers who prefer to use paint masks

for roundels and fin flashes).
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Many Sunderlands, including earlier-produc-
tion Mk.ITIs featured a single Vickers .303 nose
turret. Some of these aircraft still in service after
early/mid 1944 may have had the later twin

Browning turret retrofitted.

This aircraft had the ASV MK.III radar installation which
included these aerial arrays on the top of the fuselage.

e

EK59I

Extra Dark

Sea Grey

Dark ASW Scheme with single-colour uppers
R Dumbarton variation
- The upper part of cockpit framing, pitot
Matte White / radio mast and upper turret are in the
White Variations adjacent camouflage colour on
Dumbarton-built aircraft in EK591’s
serial range. Note that the wing leading
edges are the same white as the under
surfaces.

EK59I

2 both sides

1 both sides 2 both sides

forward of the roundel as shown

to the rear of the roundel as shown

See our ADD72¢107-1 Instructions (enclosed if the Full Set was
purchased) for all National Markings placements, including fin
flashes, fuselage roundels, and wing roundels on this aircraft.

Camouflage scheme notes are also provided in those instructions.
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N

Anti-conspicuity White: From
at least early 1944 onwards, any
conspicuous features on the
leading edges of anti-submarine
tasked Coastal Command air-
craft were “whited out” with
special-purpose coatings devel-
oped for application to surfaces
such as rubber de-icer boots
and cowl-front exhaust collec-
tor rings. This is often seen in
period photos with varying
degrees of wear and tear evi-
dent, ranging from flaking,
abrasion, and discoloration to
the entire underlying surface
material being completely
exposed (likely awaiting renew-
al of the coating when any
given reference photo was
taken).

—
This aircraft had the ASV MK.III radar installation which included these aerial arrays on
the fuselage sides and below the wings, outboard of the float strut attachment points.
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